
MT68 Series  
Drum Inductor - 6 x 8 mm  Size

Webpage Sample kit Support ToolsBuy Online

RoHS
Compliant

Lead FreePb

ApplicationsProduct Image

*Displayed image is only for reference purpose, original product may vary. 

Lead FreePb

Features

MAGNO TEKNIK s.r.o. Email: sales@magnoteknik.com  |  www.magnoteknik.com

magno Teknik

NOTE:

This land pattern is for reference purposes only. Consult your manufacturing group to ensure your company's manufacturing guidelines are met. Magno Teknik owns the rights to a number of patents,trademarks, copyrights, trade secrets, and other intellectual 

property. A listing of Magno Teknik’s product/patent coverage may be accessed at www.magnoteknik.com. Magno Teknik reserves the right to make changes without further notice to any products herein. Magno Teknik makes no warranty, representation or 

guarantee regarding the suitability of its products for any particular purpose, nor does Magno Teknik assume any liability arising out of the application or use of any product or circuit, and specifically disclaims any and all liability, including without limitation special, 

consequential or incidental damages. Buyer is responsible for its products and applications using Magno Teknik products, including compliance with all laws, regulations and safety requirements or standards, regardless of any support or applications information 

provided by Magno Teknik. “Typical” parameters which may be provided in Magno Teknik data sheets and/or specifications can and do vary in different applications and actual performance may vary over time. All operating parameters, including “Typicals” must be 

validated for each customer application by customer’s technical experts. Magno Teknik does not convey any license under its patent rights nor the rights of others. Magno Teknik products are not designed, intended, or authorized for use as a critical component in life 

support systems or any FDA Class 3 medical devices or medical devices with a same or similar classification in a foreign jurisdiction or any devices intended for implantation in the human body. Should Buyer purchase or use Magno Teknik products for any such 

unintended or unauthorized application, Buyer shall indemnify and hold Magno Teknik and its officers, employees, subsidiaries, affiliates, and distributors harmless against all claims, costs, damages, and expenses, and reasonable attorney fees arising out of, directly or 

indirectly, any claim of personal injury or death associated with such unintended or unauthorized use, even if such claim alleges that Magno Teknik was negligent regarding the design or manufacture of the part. Magno Teknik is an Equal Opportunity/Affirmative 

Action Employer. This literature is subject to all applicable copyright laws and is not for resale in any manner.

Part Number L (uH) Tol Q min Test Frequency (MHz) SRF (MHz) DCR (Ω) IDC (mA)

MT681R0 1.0 ± 20% 85 7.96 100 0.02 4400

MT681R2 1.2 ± 20% 85 7.96 90 0.02 4000

MT681R5 1.5 ± 20% 85 7.96 80 0.03 3560

MT681R8 1.8 ± 20% 80 7.96 65 0.04 3500

MT68224552 2.2 ± 20% 80 7.96 55 0.05 3000

MT682R7 2.7 ± 20% 80 7.96 50 0.06 2800

MT68334451 3.3 ± 20% 75 7.96 40 0.06 2500

MT683R9 3.9 ± 20% 75 7.96 38 0.07 2300

MT68474249 4.7 ± 20% 75 7.96 36 0.07 2000

MT685R6 5.6 ± 20% 70 7.96 35 0.075 1800

MT68684144 6.8 ± 20% 70 7.96 30 0.075 1500

MT688R2 8.2 ± 20% 70 7.96 25 0.08 1400

MT68100441 10 ± 10% 25 2.52 16 0.09 1300

MT68120 12 ± 10% 25 2.52 15 0.10 1100

MT68150 15 ± 10% 25 2.52 13 0.11 1050

MT68180 18 ± 10% 25 2.52 12 0.12 1000

MT68220 22 ± 10% 25 2.52 11 0.12 960

MT68270 27 ± 10% 25 2.52 10 0.17 920

MT68330229 33 ± 10% 25 2.52 8.8 0.19 880

MT68470225 47 ± 10% 20 2.52 8.2 0.23 830

MT68560224 56 ± 10% 20 2.52 7.9 0.29 810

MT68680182 68 ± 10% 20 2.52 7 0.37 750

MT68820 82 ± 10% 20 2.52 6.5 0.39 740

MT68101162 100 ± 10% 30 0.796 5.7 0.44 710

MT68121 120 ± 10% 30 0.796 5.2 0.64 680

MT681511517 150 ± 10% 30 0.796 4.7 0.73 600

MT68181 180 ± 10% 35 0.796 4.2 0.82 540

Part Number L (uH) Tol Q min Test Frequency (MHz) SRF (MHz) DCR (Ω) IDC (mA)

MT682211416 220 ± 10% 35 0.796 3.7 0.92 450

MT68271 270 ± 10% 35 0.796 3.5 1.3 420

MT683311215 330 ± 10% 35 0.796 3.2 1.5 400

MT68391 390 ± 10% 40 0.796 2.9 1.8 370

MT684711113 470 ± 10% 40 0.796 2.4 2.3 340

MT68561 560 ± 10% 40 0.796 2.2 3 280

MT68681 680 ± 10% 40 0.796 2 3.25 250

MT68821081 820 ± 10% 40 0.796 1.6 4.16 230

MT681020305 1000 ± 10% 80 0.796 1.5 4.55 210

MT68122 1200 ± 10% 80 0.796 1.4 5.2 200

MT6815202503 1500 ± 10% 75 0.796 1.3 6.54 150

MT68182 1800 ± 10% 75 0.796 1.2 7.54 140

MT6822201016 2200 ± 10% 75 0.796 1.1 8.32 130

MT68272 2700 ± 10% 75 0.796 1 9.62 120

MT6833201016 3300 ± 10% 75 0.796 0.85 10.92 110

MT68392 3900 ± 10% 75 0.796 0.78 16.12 90

MT6847200801 4700 ± 10% 75 0.796 0.68 17.81 80

MT68562 5600 ± 10% 75 0.796 0.62 20 70

MT68682 6800 ± 10% 75 0.796 0.61 27.3 65

MT68822 8200 ± 10% 75 0.796 0.6 31.2 50

MT68103 10000 ± 10% 70 0.0796 0.48 39 45

MT68123 12000 ± 10% 70 0.0796 0.44 42.9 40

MT68153 15000 ± 10% 70 0.0796 0.35 65 35

MT68183 18000 ± 10% 70 0.0796 0.3 72.8 30

MT68223 22000 ± 10% 70 0.0796 0.28 82.55 30

MT68273 27000 ± 10% 70 0.0796 0.25 95.42 25

MT68333 33000 ± 10% 70 0.0796 0.23 135.2 25

MT68393 39000 ± 10% 70 0.0796 0.2 154.7 20

MT68473 47000 ± 10% 70 0.0796 0.16 172.9 20

High permeability

Smaller size inductor

Customization is possible

High saturation core material

Storage Temp. Range: -40 ºC to +85 ºC

Operating Temperature: -40 ºC to +125 ºC

BLDC

EMI Filter

LED Drivers

Energy Meters

DC-DC Converters

Switching Power Supplies
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Dimensions

Electrical Specifications

Part Number L (uH) Tol. Q min Test Frequency (MHz) SRF (MHz) DCR (Ω) IDC (mA)

MT681R0 1.0 ± 20% 85 7.96 100 0.02 4400

MT681R2 1.2 ± 20% 85 7.96 90 0.02 4000

MT681R5 1.5 ± 20% 85 7.96 80 0.03 3560

MT681R8 1.8 ± 20% 80 7.96 65 0.04 3500

MT682R2 2.2 ± 20% 80 7.96 55 0.05 3000

MT682R7 2.7 ± 20% 80 7.96 50 0.06 2800

MT683R3 3.3 ± 20% 75 7.96 40 0.06 2500

MT683R9 3.9 ± 20% 75 7.96 38 0.07 2300

MT684R7 4.7 ± 20% 75 7.96 36 0.07 2000

MT685R6 5.6 ± 20% 70 7.96 35 0.075 1800

MT686R8 6.8 ± 20% 70 7.96 30 0.075 1500

MT688R2 8.2 ± 20% 70 7.96 25 0.08 1400

MT68100 10 ± 10% 25 2.52 16 0.09 1300

MT68120 12 ± 10% 25 2.52 15 0.10 1100

MT68150 15 ± 10% 25 2.52 13 0.11 1050

MT68180 18 ± 10% 25 2.52 12 0.12 1000

MT68220 22 ± 10% 25 2.52 11 0.12 960

MT68270 27 ± 10% 25 2.52 10 0.17 920

MT68330 33 ± 10% 25 2.52 8.8 0.19 880

MT68470 47 ± 10% 20 2.52 8.2 0.23 830

MT68560 56 ± 10% 20 2.52 7.9 0.29 810

MT68680 68 ± 10% 20 2.52 7 0.37 750

MT68820 82 ± 10% 20 2.52 6.5 0.39 740

MT68101 100 ± 10% 30 0.796 5.7 0.44 710

MT68121 120 ± 10% 30 0.796 5.2 0.64 680

MT68151 150 ± 10% 30 0.796 4.7 0.73 600

MT68181 180 ± 10% 35 0.796 4.2 0.82 540

Part Number L (uH) Tol. Q min Test Frequency (MHz) SRF (MHz) DCR (Ω) IDC (mA)

MT68221 220 ± 10% 35 0.796 3.7 0.92 450

MT68271 270 ± 10% 35 0.796 3.5 1.3 420

MT68331 330 ± 10% 35 0.796 3.2 1.5 400

MT68391 390 ± 10% 40 0.796 2.9 1.8 370

MT68471 470 ± 10% 40 0.796 2.4 2.3 340

MT68561 560 ± 10% 40 0.796 2.2 3 280

MT68681 680 ± 10% 40 0.796 2 3.25 250

MT68821 820 ± 10% 40 0.796 1.6 4.16 230

MT68102 1000 ± 10% 80 0.796 1.5 4.55 210

MT68122 1200 ± 10% 80 0.796 1.4 5.2 200

MT68152 1500 ± 10% 75 0.796 1.3 6.54 150

MT68182 1800 ± 10% 75 0.796 1.2 7.54 140

MT68222 2200 ± 10% 75 0.796 1.1 8.32 130

MT68272 2700 ± 10% 75 0.796 1 9.62 120

MT68332 3300 ± 10% 75 0.796 0.85 10.92 110

MT68392 3900 ± 10% 75 0.796 0.78 16.12 90

MT68472 4700 ± 10% 75 0.796 0.68 17.81 80

MT68562 5600 ± 10% 75 0.796 0.62 20 70

MT68682 6800 ± 10% 75 0.796 0.61 27.3 65

MT68822 8200 ± 10% 75 0.796 0.6 31.2 50

MT68103 10000 ± 10% 70 0.0796 0.48 39 45

MT68123 12000 ± 10% 70 0.0796 0.44 42.9 40

MT68153 15000 ± 10% 70 0.0796 0.35 65 35

MT68183 18000 ± 10% 70 0.0796 0.3 72.8 30

MT68223 22000 ± 10% 70 0.0796 0.28 82.55 30

MT68273 27000 ± 10% 70 0.0796 0.25 95.42 25

MT68333 33000 ± 10% 70 0.0796 0.23 135.2 25

MT68393 39000 ± 10% 70 0.0796 0.2 154.7 20

MT68473 47000 ± 10% 70 0.0796 0.16 172.9 20

A (mm) B (mm) C (mm) d (mm) E (mm)

6.5 ± 1.00 10 max 10 min 0.6 ± 0.1 3.0 ± 0.5
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